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PART A – List at least FOUR tools needed to assemble a PC. For each tool, Provide picture(s), explanations of its functions and its importance. 
1.  Screwdriver
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Function: Tighten & loosen the screws
Importance: 
a) Screwdriver is used to firmly lock the components in its respective place in the pc case.
b) It is also used to remove or loosen the screws which holds the components in order to change to a new one.

2. Thermal Paste
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Function: Enable the effective transfer of heat from the processor's integrated hear spread to the CPU cooler's base plate or water block built to dissipate the heat
Importance:
a) It fills the small imperfections here between CPU and the heatsink that otherwise trap air particles, prohibiting the CPU from sufficiently cooling.
3. Cable / twist ties
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Function:  In the case, tie up some loose cables left around
Importance: 
a) Promote better airflow
b) Makes the end product(the built) neat.

4. Light Source
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Function: To illuminate darkness
Importance:
a) To be able to see the tiny screws which stays in the dark spots/corners of the pc case











5. Anti-static wrist strap
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Function: To discharge any electrical build up
Importance: 
a) It helps to avoid electrical risks when touching the metal objects in the pc case.

















PART B – Sketch of a mother board layout 
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Part C – Step by Step PC assembly 

Step 1: Install the CPU
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                                Figure 1                                                     Figure 2
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Figure 3
1. Find the corner marked on the CPU as shown in figure 1. For this assemble, we use AMD brand processor, the corner is marked with an arrow. 
2. Lift the rod up next to the socket as shown in figure 2.
3. On the CPU socket, locate the correcponding marking and mount the CPU so that the marks are lined up.
4. Lock the processor with push the small rod down as shown in figure 3.










Step 2: Install the CPU fan
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Figure 4
1. Apply the right amount of thermal paste to the CPU as shown in figure 4.
2. Set the fan assembly on the CPU with tabs aligned.
3. Pull the locking rod down to lock into position on the fan assembly.
4. Connect the fan asssembly’s connecter to the motherboard.
Step 3: Install Power Supply and Motherboard
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                         Figure 5                                                                  Figure 6
1. Attach the Power Supply on the mounting holes in the case as shown in figure 5.
2. Attach the IO shield and mount the motherboard in the case like in figure 6.
3. Insert screws and tighten to hold power supply and motherboard in the case.









Step 4: Install Hard Drive
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Figure 7
The hard drive is the device that stored all of our data. It is 3.5” wide as shown in figure 7. 
1. Find a 3.5” drive bay in the case to install hard drive. Slide the drive into place until the screw holes on the slides are lined with the holes in the case.
2. Install the screws and tighten. 















Step 5: Install RAM
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Figure 8
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Figure 9
1. As shown in figure 8, set the RAM board in the socket. Test to see if the notch is in the right position on the board. Turn it around 180 degree if it is not.
2. Press firmly on both ends of the board to set it into the socket. Make sure the tabs lock into place as shown in figure 9.








Step 6: Install Optical Drive
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Figure 10
1. Find a 5.25” drive bay to install optical hard drive in the case.
2. Slide the drive into the drive bay until the the screw holes are lined up and the front of the drive is flush with the front of the case as shown in figure 10.
3. Instal the screws and tighten.
Step 7: Connect Cable
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Figure 11
1. Connect the power switch to the motherboard. Usually power switch wire marked PWR SW. The power switch wires need to connect to the power jumpers on the motherboard.
2. Connect the Reset Switch Wires to the jumper on the motherboard and usually it marked RESET SW.
3. Connect USB wires on the motherboard.
4. Installing FireWire connection to motherboard. The plastic connecter on the wires may be marked as 1394.
5. Connect Audio Wires on the motherboard.
6. Connect CPU Fan wires on the motherboard, often labelled as CPU FAN.
Step 8: Closing the case and connecting the peripherals.
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Figure 12
1. Place the side cover back on and secure the side panels with case screws.
2. Connect peripheral devices which include mouse, printer, keyboard, webcams and wireless network dongle with the CPU by plugging into USB port.
3. Connect speakers and microphone into 2.5 mm sockets.
4. Finally connect the CPU with monitor by plugging into display ports.



Page 1 
 
Page 1 
 
Page 1 
 
image4.jpeg




image5.jpeg




image6.png




image7.png




image8.jpeg




image9.jpeg




image10.jpeg




image11.jpg




image12.jpg
- PCIf{vfr— e Cand 1 SAT cavie
{ !éfvﬁudi; Mah._,.é Gurak ATE

=t g Wik
X, 5 s |
@ < @) [ 40 Masu'bev- c:k/t’;‘:”ﬁ.wﬁ °

Ol e sk (S 2,

- “IDG stobe
E o Jteres daba \iUe } G“gau{?m,uwv.w H““/ g’Sl’(
o ? Stevese dovice

o Conmout ps davices teo : ——\d S'fo)?

e vibhet 4 7| Vavieys yfer

e (@)

B .. & ”~ .'rf’(7 o
teﬁiﬁ {: s~

UiPly electvic frua
e onv lf""ai” ¥
Favin Sovre

Wwwvease 1,,4,‘
ﬁ‘“ a»uy &4.,_ ;’,gd".’—?-

Gable

: ey,
Gt Proths boar) %Mole ComPe, to u g 8 cavle
> bevact wih a?}} Cavry
‘ Frwar
o Clu’ry
Sighels
o AMlow
Yechays, s
7 a((“ “1‘ e ﬂvfrul RS . b“h@wcr

thal ve Meyart 1y, b .





image13.jpeg
Quy 500z o ©
2 aWy





image14.jpeg




image15.jpeg




image16.jpeg




image17.jpeg




image18.jpeg




image19.jpeg




image20.jpeg




image21.jpeg
AMD Achlon™ 64 X2




image22.jpeg




image23.jpeg




image24.jpeg




image25.png
X

+ @) YouTube x | [ Howto Assemble a Basic Desktc X @ Closing the case and connecting. X+ =

€ > C @ googlecom/search?q=Closing+the +case+and+connecting +the +peripherals. &tbm-=isch&ved=2ahUKEWiF_e-x6sPtAhVQ-DgGHb VDFMQ2-cCegQIABAABIOG=Closing +the+case.. % (@

© RockPaer snotgn

nd keyboard
hotgun.com How to connect your monitor, speakers, mouse and keyboard | R...
ght. Lear More

See more
= =gl ET— .
Pt/ goosiecom/a- i X3AK2F X2 marocapesholgun com 2520 GK2FRN22T X2 b o bulla-p 201 how- ot o <as-bck ogther-commectpripheralK2Fipis=AOWon0Nes E2D-0-DIO Tt

i 1240 A
£ Type here tosearch O 5 & m @ O™ A NG gy N





image26.jpeg




image1.jpg
SCHOOL OF COMPUTING
wvmm VEKNmnm MALAYSIA FECUIW of Engineeri ng




image2.jpeg




image3.jpeg




